
Application form for textile testing –
Sportswear

Address:

Contact person: Name: Surname:

Customer

Tel.: E-Mail:

Company: Street, Nr.:

Postcode:Place: Country:

Product description: 

Article number: 

Area of application:

Material composition: 

Colour:

Surface:

Sample information

Care labelling:

Recommended testing for sportswear package*

Washing

Bleaching

Tumble drying

Ironing

Dry cleaning 

1
u
J
c
Q

Delicate cycle

Do not bleach Chlorine & oxygen bleaching Only oxygen bleaching

Temperature:

Delicate cycleDrying level:

Temperature: 

Method:

Dimensional change: EN ISO 6330/5077/6330

Grab method:  

Tear force: 

Martindale abrasion resistance: 

EN ISO 13934-2

EN ISO 13937-1

EN ISO 12947-2

Durability as a result of washing:

Bursting strength: 

Permeability to air: 

Strip method in %:

Pre-treatment for the durability of retroreflective stripes

EN ISO 13938-2

EN ISO 9237

EN ISO 13934-1

Washing/Drying: According to laundry symbol

With intermediate drying

Other (please specify)

Without intermediate drying No. of washing cycles

EN ISO 13937-2 EN ISO 13937-3 EN ISO 13937-4

1

1

1

1

2

2

2

2

Fabric Knitted fabric

Please download and save the form before clicking on the “SUBMIT” button.
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 TESTEX AG, Swiss Textile Testing Institute, Gotthardstrasse 61, 8002 Zurich, Switzerland

Phone +41 44 206 42 42, zuerich@testex.com, www.testex.com

The Proven Quality label and hangtag offer a high level of credibility to the consumer. If you are interested please tick the box. 

Proven Quality label 

No. 000000.0

Sample tested in Switzerland for:

XXX

XXX

XXX

XXX

XXX

Proven Quality

No. 000000.0

Remarks:

Other:

* All testing is carried out according to current standards. Fabric          Knitted fabric1 2

Moisture Management:

Colour fastness to water:

Colour fastness to ironing:

Determination of spirality:

Thermal resistance:

Retroreflective stripes/retroreflection:

Colour fastness to light:

ISO 16322-2

EN ISO 11092

Retroreflectometer

EN ISO 105-B02

AATCC Method 195

EN ISO 105-E01

EN ISO 105-X11

Pilling resistance: 

Colour fastness to perspiration:

Colour fastness to washing:

Water vapour resistance:

Snagging resistance: 

Colour fastness to rubbing (dry/wet):

Colour fastness to light with perspiration:

EN ISO 12945-1 (Pilling-Box)

EN ISO 105-E04

EN ISO 105-C06

EN ISO 11092

EN ISO 12945-2 (Martindale Method)

EN ISO 105-C08

BS 8479

EN ISO 105-X12

EN ISO 105-B07

Snag Pod Method ASTM D3939/D3939M

1

1

1

1

2

2

2

2

If the „SUBMIT“ button does not work you can send the form as an attachment by e-mail to: technology_customer_requests@testex.com.
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mailto:technology_customer_requests%40testex.com?subject=

	Vorname : 
	Nachname : 
	Mr Ms: []
	Tel : 
	E-Mail : 
	Firma : 
	Strasse : 
	PLZ : 
	Ort : 
	Land : 
	Produktbezeichnung : 
	Artikelnummer : 
	Einsatzgebiet : 
	Materialzusammensetzung : 
	Farbe : 
	nicht bleichen : Off
	Schonwaschgang : Off
	chlor- und sauerstoffbleiche : Off
	nur sauerstoffbleiche : Off
	Waschtemperatur : 
	Schongang : Off
	Trocknungsstufe : 
	Bügeltemperatur : 
	Chemische Reinigung Methode: 
	EN ISO 6330/5077/6330: Off
	EN ISO 13934-2: Off
	EN ISO 13937-1: Off
	EN ISO 12947-2: Off
	Vorbehandlung für die Beständigkeit von retroreflektierenden Streifen: Off
	EN ISO 13938-2: Off
	EN ISO 9237: Off
	EN ISO 13934-1: Off
	Nach Pflegekennzeichnung : Off
	mit Zwischentrocknung : Off
	Sonstige : Off
	ohne Zwischentrocknung : Off
	Sonstige Angabe : 
	Anz: 
	 Waschzyklen : 

	EN ISO 13937-2: Off
	EN ISO 13937-3: Off
	EN ISO 13937-4: Off
	Fläche Gewebe: Off
	Fläche Maschenware: Off
	Label/Hangtag : Off
	Submit 8: 
	Anmerkungen : 
	Sonstige: 
	ISO 16322-2: Off
	Retroreflectometer: Off
	EN ISO 105-B02: Off
	AATCC Method 195: Off
	EN ISO 105-E01: Off
	EN ISO 105-X11: Off
	BS 8479: Off
	EN ISO 105-X12: Off
	EN ISO 105-B07: Off
	Snag Pod Method: Off
	ASTM D3939/D3939M: Off
	EN ISO 12945-1 (Pilling-Box): Off
	EN ISO 105-E04: Off
	EN ISO 105-C06: Off
	EN ISO 11092: Off
	EN ISO 12945-2 (Martindale Methode): Off
	EN ISO 105-C08: Off


